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morning of the opening day - must be acted on immediately.
All stand installations must be finished by the time of this ins-
pection visit. The exhibitor or his representative is bound to
be present on the stand and should be able to produce all
official reports on the fire resistance/reaction of any mate-
rial used. Infringement of this regulation may result in the
removal of the material or the prohibition of the opening of
the stand to visitors. All further information regarding fire
safety and security may be obtained from M. WATTEAU,
technical advisor for fire safety.

Tel: 33 (0)6 85 94 49 57 (on working days from 9.00
a.m. to 12.30 p.m. and from 2.00 p.m. to 5.45 p.m.).
Fax 33 (0)1 70 10 67 89 - Email: cab.watteau@chello.fr
CLASSIFICATION OF FIRE RESISTANCE OF MATERIALS
(Decree dated 30 June 1983) Material is classified in 5
categories: MO, M1, M2, M3 and M4. MO is fireproof
material.

Stand construction and fitting

21 - Stand framework, partitions and large furniture
All material in categories MO, M1, M2 or M3 ® is authori-
zed for use in building the stand framework, partitions and
large furniture and fittings (case, counter, shelves and dis-
play cases, separating screen, and so on).

STANDARD CLASSIFICATION OF WOOD BASED MATERIALS
(Decree dated 30 June 1983).

The following materials are deemed to come under the hea-
ding of category M3 materials:

+ non-resinous solid wood 14 mm thick or more;

+ resinous solid wood 18 mm thick or more;

+ panels derived from wood (plywood, boarding, particle and
fiber woods) 18 mm thick or more.

WARNING: [t is strictly forbidden to place any dry equip-
ment whatsoever over the alleyways (structural or identifi-
cation banner, gangway, etc.).

22 - Wall coating material

221 - Wall coating

Coating (pure textile fabrics or plastic coatings) must belong
to category MO, M1 or M2 ™ and may be applied and fas-
tened by hooks. Different coatings (fabric, paper, plastic
films) which are very thin (1 mm maximum), since they are
of medium or high inflammability, must be glued using their
whole surface area and onto supporting material MO only.
Equipment on display may be presented on stands without
the regulation related to fire safety being adhered to.
However, if this exhibited material is used to decorate the
partition walls or false ceilings and if they represent more
than 20 % of the total surface of such
elements, the regulations described in the preceding para-
graphs are applicable. However, the regulations do not apply
to specialist interior decoration exhibitions or stands where
such textiles and coating material are exhibited.

™ Or subsequently treated to obtain thse degrees of inflammability.

nxea.
Coatings, horizontal or not, of podiums, platforms and steps
which are higher than 0.30 m and with a surface area over
20 sq.m, may be made of materials in category M3. If their
total surface area is less than 20 sq.m, the corresponding
coatings may be made of materials in category M4.

NOTE: For carpeting classified as M3 or M4 and laid on
wood, please take account of the laying method. Fire resis-
tance notices must state "Suitable for stretched laying over
any M3 support".

23 - Decoration items

231 - Suspended elements

Suspended decorative elements or coverings

hanging loose (advertising panels with a surface area over
0.50 sg.m,
garlands, any light decoration item, etc.) must be made of
material in the MO or M1 category. The use of name board
signs or advertising panels written out in white letters on a
green background is strictly forbidden, as these colours are
reserved exclusively for signs indicating Exit or Emergency
Exit gates.

232 - Flower decorations

Limited use should be made of floral decorations made out
of synthetic materials. Otherwise only plants and artificial flo-
wers made out of flame resistant cloth or fabric in catego-
ry M2 will be authorized. These rules do not apply to spe-
cialized exhibitions and stands where such items are exhibi-
ted.

NOTE: As regards any real plants, preference should be
given to peat soil which should stay permanently moist.
233 - Furniture

There are no special requirements for standard furniture

(desks, tables, chairs and so on). But all racks, counters,

shelves and so on, must be made of material of M3 classi-

fication ™.

24 - Awnings, ceilings and faise ceilings

Stands covered by ceilings, false ceiling or an awning, as

well as stands with a raised floor level, should have a total

covered surface area less than 300 sq.m.

If the covered area is over 50 sq.m, the stand should be

provided with appropriate fire extinguishers, permanently

supervised by at least one person in charge of fire safety
during the time the public is present in the building.

241 - Awnings

Awnings will be authorized under the following conditions:

+ they must be made of material classified as MO, M1 or
M2 @ inside buildings equipped with an automatic fire
sprinkler network using water;

+ inside buildings without this kind of automatic fire extingui-
shing device, awnings must be made of cloth classified in
category MO or MT.

They must also be fixed in a solid and effective manner so

that they do not fall down, and be supported by a crossed

network of steel wire; each grid mesh should be 1 sq.m
maximum.

In all cases, the suspension lines or fixtures and fasteners

for ceilings and false ceilings must be made of MO category

material. Where insulating materials are placed in the
space above the ceilings and false ceilings, they must be
made of M1 materials.
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